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TRAFFIC SIGNAL

TYPE TII-PC

- CONTROLLER JUNCTION BOX
FOUNDATION - NOTES:
77777777777 a
: 1. LOCATE SERVICE PEDESTAL ON EITHER SIDE OF CONTROLLER
‘ FOUNDATION AS SPECIFIED. LOCATION MAY BE MODIFIED TO
‘ BEST SUIT FIELD CONDITIONS PER RESIDENT ENGINEER
‘ APPROVAL .
= | TYPE II INSTALLATION
s ‘ CONDUIT SHOWN IS FOR INCLUDE METER SOCKET WITH TEST BLOCK (SAFETY SOCKET)
© Syl ‘ UNDERGROUND SERVICE REQUIRED FOR CIRCUIT BREAKERS.
ﬁﬁl“ﬂ TYPE 1 INSTALLATION | PEDESTAL AND EXISTING )
CONDUIT SHOWN 1S FOR STGNAL CONTROLLER 3. PROVIDE UNDERGROUND SERVICE PEDESTAL:
UNDERGROUND SERVICE FOUNDATION
b b PEDESTAL AND NEW A. RATED 100 AMP AT 120/240 VOLTS.
CONTROLLE?NggiEEﬁ¥%8H B. PROVIDE FOR SIX FULL SIZE POLES (INCLUDING MAINS)
FOR BOTH METERED AND UN-METERED CIRCUIT BREAKER
\ N INTERIORS.
. . 7;/’/ P .
N - ) TYPE 1-PC JUNCTION C. USE PLUG-IN CIRCUIT BREAKERS.
'_' 1674 BOX FOR STREET
LIGHTING CIRCUIT D. USE DETACHABLE BASE FOR PRE—INSTALLATION IN
CONCRETE FOUNDATION.
\
UNDERGROUND SERVICE T NO. 6 BARE E. SECURE PIANGO HINGED DOORS WITH MASTER PADLOCK
7y GROUND WIRE NG, Pogas
PEDESTAL = '
{‘///;ﬁ//r4—®; x 8'-0" COPPER
T COATED STEEL
,,,,,,,,,, ! GROUND ROD
2" PVC CONDUIT POWER CONDUCTORS
FOR STREET FOR STREET LIGHTING
LIGHTING CIRCUIT
TO POWER SOURCE
54" X 8’ COPPER
COATED STEEL
GROUND RQD
i ™ UNDERGROUND
CIRCUIT BREAKERS: K SERVICE PEDESTAL
7. USE 100 AMP 240 VOLT MAIN ¢J‘\\\ SEE NOTES.
2. USE DUAL 20AMP 240 VOLT
FOR STREET LIGHTING \ —METER BASE
3. USE 40 AMP 120 VOLT FOR P \ .
TRAFFIC SIGNAL CONTROLLER ¢ - | - TRAFFIC SIGNAL CONTROLLER FOUNDATION
| \ ;//AiSECURE PEDESTAL BASE WITH TwO cu~
| | DOWELS (24" MIN. EMBEDMENT) r - }
| K : \ \
! H | | |
|
PEDESTAL BASE 1 : CONCRETE PAD — CLASS AA(AE) :
BOLTED TO PAD \ TYPE I-PC JUNCTION BOX | |
! | ‘ FOR STREET LIGHTING | |
1 N | !
1" ABOVE FINISH GRADE —~ T . W /- -d--C
J : l T | 4 e - - - — £ — - — 1‘:, - — = I
| “w 477 2” PVC CONDUIT FOR N :
| .ﬂ‘ UN-METERED 240 VOLT X ‘
2" PVC CONDUIT FOR 9" X 8’ CDPPER‘*\\+\\\\\\\ ", STREET LIGHTING CIRCUIT ¥ |
POWER SOURCE CIRCUIT COATED STEEL | L /
GROUND ROD | P S W A !
~ -l - - - - - - e e e - = - - - - - == == - - - —- - - —
< ‘ ~) 1 | |
T " | MAST ARM SIGNAL
| === g POLE FOUNDATION
| NO. 6 GROUND WIRE
| ‘ |
\\ |
NO. ! (2) NO. 6 AWG CONDUCTORS AN p
(METERED 120 VOLT) ~- -7 S -7
54’ X 8' COPPER COATED I TO TRAFFIC SIGNAL CONTROLLER POWER CONDUCTORS FOR

PVC CONDUIT WITH 240 VOLT

PROVIDE:
(3) NO. 6 AWG CONDUCTORS
(1) NO. 6 GROUND WIRE

STEEL GROUND RQD ‘

INCOMING POWER SERVICE FROM POWER SOURCE.

(BARE COPPER)

5,

8

STREET LIGHTING

X 8' COPPER
COATED STEEL
GROUND ROD
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